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BARRA RIBALTABILE CON RINFORZO A TERRA
folding bar with floor reinforcement

ZB15/XX

cm 

80

testo di capitolato:
barra di sicurezza, tipo ribaltabile, con frizione per 
bloccaggio verticale e sistema antinfortunistico, con 
sostegno a terra ripiegabile. costituita da un solo pezzo, 
senza giunzioni, realizzata in acciaio tubo Ø32x1,5 con 
trattamento anticorrosione e rivestita con materiale 
antiusura epossipoliestere (colore bianco lucido 
RAL9016 e grigio lucido RAL7035: con proprietà antibat-
teriche dei sali d'argento, bio-goman), rinforzo interme-
dio saldato, completa di: piastra in acciaio inox aisi430 a 
4 fori per fissaggio a parete, perno di unione Ø8, frizione 
in materiale sintetico termoplastico. dimensioni mm. 
800. CE dispositivo medicale, garanzia 10 anni. capacità 
di carico 150 kg. tipo Goman articolo ZB15/XX

specifications:
safety folding bar with vertical locking system and friction 
accident prevention system, with floor reinforcement, made up 
in one piece, without joints, made of steel tube Ø32x1,5 with 
anti-corrosion treatment and coated with epoxy polyester 
wear-resistant material (glossy white RAL9016 and glossy grey 
RAL7035: with antibacterial properties of silver salts, bio-goman), 
welded intermediate reinforcement, complete with: aisi430 
stainless steel plate with 4 holes for fixing to wall, pin union Ø8, 
clutch in thermoplastic synthetic material. dimensions mm. 800. 
CE medical device, guarantee 10 years. load capacity 150 kg. 
type Goman code ZB15/XX
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